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NOTES:  |). DIVERTED RUNOFF FROM A DISTURBED AREA SHALL BE CONVEYED TO
— A SEDIMENT TRAPPING DEVICE.

GRADE TO DRAIN

S 2). DIVERTED RUNOFF FROM AN UNDISTURBED AREA SHALL OUTLET DIRECTLY
INTO AN UNDISTURBED STABILIZED AREA AT NON-EROSIVE VELOCITY.

3). IF TEMPORARY SWALES OR CLEAN WATER DIVERSIONS ARE TO BE OPERATIONAL
FOR MORE THAN 14 DAYS, THEY SHALL BE STABILIZED IN ACCORDANCE WITH
CHART A PRIOR TO BECOMING OPERATIONAL.

- | 4). IF TEMPORARY SWALES OR CLEAN WATER DIVERSIONS ARE TO BE OPERATIONAL PLAN SYMBOL
FOR LESS THAN 14 DAYS, THEY SHALL BE STABILIZED WITH GEOTEXTILE IN
—— — ACCORDANCE WITH THE STANDARD DETAIL, "GEOTEXTILE-LINED CHANNEL DIVERSION", A - 2(CWD) B -3 (CWD)
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_ CLEAN WATER DIVERSION

x OUTLET AS REQUIRED A-2 B-3

PLAN SEE NOTES | & 2 | / |
— TEMPORARY SWALE
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